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THE ABOYE VALUES ARE CALCULATER OF COMBINED LOOP AND LEAD-IN INDUCTAMCE
AKD RESISTANCE, ADTUAL WEASURED VALUES SHOULD BE WITHIN +/- 20% OF THESE
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SCALE: 17 = &

ACLOCATE EXISTING PEQESTRIAN PUSH-BUTTON-I EACH 1
AFTER ADA SIDE WALK RAMP HGDIFICATIONS PER
STD. SPEC. ART. 895.02 AND STD. 87001403

EXISTING SURFACE
- el

——— REBUILD EXISTING HANDHOLE, SPECIAL-I EACH
SEE DETANL BELOW

EXTEND CONCRETE WALL
{SAME THICKNESS AS
EXTSTING WaALLY

EXISTING GROUND
R e &
NESER

LONCRETE WALL

RETNFORCING BAR
{SEE NGTES 2 & 3 BELOW

DETAL.

REBUILD EXISTING HANDHOLE, SPECIAL
ROTES:

1. REMOVE EXISTING FRAME AND COVER.

Z. ORILL CONCRETE WALt {12 LOCATIONS EGUALLY SPACED
& CENTEREDY

3. INSTALL REBAR AND GROUT.
4. RAISE/LOWER ELEVATION OF CONCRETE WALLS SO THAT THE

e R

IL 263 & MANLEY AVE

RELOCATE EXISTING PEDESTRIAN PUSH-BUTTON-1 EAH
AFTER ADA SIDE WALK RAMP MODIFICATIONS PER
STD, SPEC. ART. 895,02 AM) STB. 87600103

REBULLD EXISTING HANDHOLE-I £ACH
SEE DETAIL BELOW

EXTEND COMCRETE WALL
(SAME THICKNESS AS
EXISTING WALL)

FRAME & COVER
L85

EXISTING GROUND

il RN g
R

CONCRETE WALL

(SEE NOTES 2 & 2 BELOW

DETALL
REBBILD EXISTING HAMDHOLE
NQTES:
1. REMOVE EXISTING FRAME AND COVER.

2, DRILL CONCRETE WALL 48 tOCATIONS EQUALLY SPACED
& CENYEREDY

3. INSTALL REBAR AND LROUT.

4. RAISE/LOWER ELEVATION OF CONCRETE WALLS 50 TwAT THE
TOP OF THE INSTALLED FRAME AND COVER WILL 8E
THE SAME GRADE AS TRE TOP OF THE PROPOSED GRAGE.

8. THIS GETAIL YO BE USED IN CONJUNCTION WITH STANDARD
814001, GENERAL NOTES aND THE SPECIAL PROVISIONS
“REBUILD EXISTING HANDHOLE™

6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR
DAMAGE THAT MAY OCCUR TO THE EXISTING CABLES.

SneeT  7-Z23-14

AN Revised

TOP OF THE INSTALLED FRAME AND COVER WILL BE N
THE SAME GRAOE AS THE TOP OF THE PROPOSED GRADE.
5. THIS DETAIL Y0 BE USED IN CONJUNCTION WITH STANDARD
214006, GENERAL NOTES AND THE SPECIAL PROVISIONS
“REBUILD EXISTING HANDHOLE., SPECIAL™.
6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR d
DAMAGE THAT MAY GCCUR TO THE EXISTING CABLES. SCALE: 1 = 5O
s =
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